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IO V8 (H8)

Caratteristiche tecniche modulo VHF 40
Technical characteristics VHF 40

_ CAST IRON C'ARB_ON STEEL CAPACITY ALLUMINIUM CAST IRON CARBON STEEL
DRLLNG mm 016 @14 @12 DRLLNG mm 825 g2 320
e Wie | M e TAPPING M25 M22 420
MUNGOUTER cm/min 120 0 15 | MINGOUTR cmymin 150 50 18
X - AXIS VERTICAL 300 mm optmnal 500 m ;:%?}-ﬁas =—— 300 MM e
Y- AXIS VERTICAL 250 mm ] 2 AS  200mm
~ 7-AXiS VERTICAL 250 mm E
AXIS HORIZONTAL 250 mm ~ SPINDLE TAPER ~ Nt40 5
HORIZONTAI 250 mm SPEED 8000 Rpm-4.4 kw
300 mm optional 500 mm . RAPID FEED RATE ~ 30m/min (X, Y, Z-AXIS)
30 CUTING FEED RATE ~ Max 10 m/min
NUMBER OF TOOLS e
TOOL SHANK BT40 e
TOOL D §120x200mm
Eges—— :
1000 mm x 1000 mm x 900 mm‘:
800 kg =

MAX 10 KVA

0}4 -0.6 Mpa

Mm&ﬂ L}mm



Pessnbllt attrezzature della torretta portautensili
- Possible configuration of the tool turret

;_.éad possrb:ltiy of nght 9" Ieft r ad: - assembly

x 4000 rpm 4.5 Nm
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Slitte manuali o cnc per
movimentazioni unita
Manual slide or cnc

for moving units
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Administration Office
and Factory

Via Scandolare, Z.A.
Salcedo (V) - ltaly

Tel. (+) 39 0445 888031
Fax (+) 39 0445 888277
info@cmeccanica.com
www.cmeccanica.com




